CONSTRUCTION NOTES

WRENCH SIZES REQUIRED : 9"6”' 713'- 1Thg"s 110", 11/,5”u 1519".
BRACKET ASSEMBLY
ASSEMBLE BRACKETS TO POST WITH BOLTS PROVIDED. SQUARE AND TIGHTEN.

(1rems O O @G B ()

PLAN VIEW OF FOOTING A (LATERAL SPACING AND ANCHORS)?
SECTION C-C 3“ FOR B-525 USED ON 6“ & 8" WIDE FLANGE POSTS.

DIRECTION OF TRAFFIC 4" FOR B-650 USED ON 10", 12" & 14" WIDE FLANGE POSTS.

<:| -~ B (ONGITUDINAL SPACING O ANCHORS)
BRACKET #1 - DEPTH OF POST SECTION PLUS 7'%g INCHES
A BRACKET #2 - DEPTH OF POST SECTION PLUS 8Y%g INCHES
BRACKET #3 - DEPTH OF POST SECTION PLUS 8'g INCHES

LEVEL
(ALL DIRECTIOS)

TEMPLATES

NOTE: REFER TO APPROPRIATE 800 SERIES STANDARD PLATE FOR
ADJUSTMENTS TO CONCRETE FOUNDATIONS NECESSITATED
BY VARIOUS GROUND SLOPES.

* FIXED. NON-BREAKAWAY FOOTING SHALL NOT
BREAK THE 4" x 60" PLANE.

ANCHOR AND COUPLING ASSEMBLY

ANCHOR AND COUPLING ASSEMBLY TO BE PERFORMED AS PER
(OR IN ACCORDANCE WITH) MANUFACTURER'S RECOMMENDATIONS.

SPECIaFIS?TION CATEGORY CODE [TEMS Maryland Department of Transportation
5 STATE HIGHWAY ADMINISTRATION

APPROVED M STANDARDS FOR HIGHWAYS AND INCIDENTAL STRUCTURES

DIRECTOR - OFFICE OF TRAFFIC AND SAFETY
N Fr BREAKAWAY BASE SUPPORT
S Ol
,SM P o T P T SYSTEM FOR HIGHWAY SIGNS
¥ W |REVISED 10-1-01 REVISED 2-1-01
Statelighivay === — STANDARD NO. MD 821.08




